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China No.1 listed

Computerized Lockstitch Machine

For Heavy-duty

JK-2001G/2030G/2060G/6380E



Heavy duty machines suit for luggage, sofa, chair, car seat, beddings ect.

Bags Cushion

Curtain Tent Disposable Slippers

Car Seat Massage Leather Suitcase
Chair Sofa



JK-2001G

Item: Long Stitch Length Lockstitch Machine For Heavy-duty
Characteristics: For Heavy Duty, Long Stitch, High Speed

1 Optimized Design For Heavy Duty

Beautiful stitches by thread take-up bar. Itis
suitable for heavy duty like leather and jeans.

3 Large Hook, Worry Free

Large hook can supports 2 times thread amount,
which saves time for replacing bobbin case.

2 Long Stitch With Max. 12mm

Max. stitch length: 12mm. Adjust easily, suitable for
light and heavy materials.

4 Full Function, High Efficiency

Equipped with auto thread trimmer, electronic thread
tension, auto reverse, and reset function, easy to
operate with high efficiency.



Item: Top & Bottom Feeding Computerized Lockstitch Machine For Heavy-duty
J K— 2 O 3 OG/2 O 6OG Characteristics: Large Space, Perfect Performance

JK-2030G JK-2060G

Top & Bottom Feeding, (Needle, Feed Dog, Presser Foot) Compound Feeding,
Strong Feeding And No Slipping Avoid Layers Offset, Feeding Smoothly.

1 Strong Feeding, Beautiful Stitches 2 Large Space, Wide Range Of Application
2030G: Top & Bottom Feeding, strong feeding and no Large space: 335MMX150MM, 75mm wider and 20mm
slipping; higher than normal, Wide range of application.

2060G: (needle, feed dog, presser foot) Compound
feeding, avoid of layers offset feeding smoothly.

3 High Power, Easy To Sew The 4 Easy To Operate, Easy To Learn
Heavy Duty
750W servo motor, strong needle perforation, 8 Easy to adjust the inside and outside presser foot,

layers of leather can be sewed easily' suitable for different fabric thickness.



Item: Top & Bottom Feeding Computerized Lockstitch Machine for Heavy-duty
J K— 6 3 80 E Characteristics: Top And Bottom Feeding, Sewing For Heavier Material, Big Stitch Length

1 For Heavy Duty 2 Sealed Shaft, More Stable
Top and bottom feeding is suitable for heavy duty. Sealed shaftis lubricated by solid grease which
8 layers leather with beautiful stitch. prevent oil pollution.

.{—j:t_. —@"% o

3 Auto Presser Foot Lifter, Power Saving 4 Integrated, Easy To Install
And Efficient
Auto presser foot lifter reduces labour intensity. Integrated, easy to install

Easy to operate and efficiency increases by 20%.



Specification

Application Needle

Max. Automatic Auto Electronic Direct Drive,

Tension

Auto Volume

(mm)

Integrated  Presser

Foot Lifter

Sofa, Car Seat,
Luggage, Shoes
Sofa, Car Seat,
Luggage, Shoes
Gloves, Handbag Etc.
JK-6380EHC-3TQ Leather, Nonwoven Fabrics DPx17 14#
Sofa, Car Seat,
Luggage, Shoes
Sofa, Car Seat,
Luggage, Tent, Curtain
Sofa, Car Seat,
Luggage, Shoes
Sofa, Car Seat,
Luggage, Tent, Curtain
Tent, Curtains, Bedding,
Disposable Slippers
Sofa, Car Seat,
Luggage, Shoes
Sofa, Car Seat,
Luggage, Shoes
Sofa, Car Seat,
Luggage, Shoes
Sofa, Car Seat,
Luggage, Shoes

JK-6380EHC-3Q DPx17 20 -23#

JK-6380EHC-4Q DPx17 20-23#

JK-6380BC-Q DPx17 20-23#

JK-6380BC-Q-12 DPx17 20-23#
JK-6380C DPx17 20-23#
JK-6380C-12 DPx17 20-23#

JK-2001GHC-3Q DPx17 20-23 #

JK-2030GHC-3Q DPx17 20-23#
JK-2030GHC-4Q DPx17 20-23#
JK-2060GHC-3Q DPx171 20-23#

JK-2060GHC-4Q DPx171 20-23#

Stitch Thread Needle Two Presser  presser
No. No. Gauge Foot working Foot LiftingSpeed Thread Reverse Thread
(mm) distance Height  (mm) Trimming
(mm) (mm)
1 2 1-8 3.5-5.5 8/16 2000 N
1 2 1-8 3.5-5.5 8/16 2000 v
1 2 1-8 3.5-5.5 8/16 1800 <
1 2 1-8 3.5-5.5 8/16 2000
1 2 1-12 3.5-5.5 8/16 2000
1 2 1-8 3.5-5.5 8/16 2000
1 2 1-12 3.5-5.5 8/16 2000
1 2 112 - 8/16 3000 <
2 1-9 25-55 8/16 2200 ~
2 19 2555 g/ 2200 J
2 1-9 2.5-55 8/16 2200 <
2 19 2555 8/16 2200 v

Jack Wechat

+ You
Tube

Jack Sewing Machine Co.,LTD.

N 680x255x550 38/42
J v 680x325x550 41/45
N 680x255x550 38/42
v 605%x255x550 31/38
v 605%x255x550 31/38

605x255x550 31/38

605%x255x550 31/38
< 680x255x550 38/42
N 785x320x605 43/53
v < 785x320x605 43/53
N 785x320x605 43/53
v v 785x320x605 43/53

JACK SEWING MACHINE CO.,LTD.
No. 15 South Airport Road, Jiaojiang District, Taizhou, Zhejiang, PRC

TEL: 0086-576-88177782
FAX: 0086-576-88177787

88177767

E-mail: sales@chinajack.com
www.chinajack.com
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